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KEMENTERIAN AGAMA
UNIVERSITAS ISLAM NEGERI MAULANA MALIK IBRAHIM MALANG
Jl. Gajayana No. 50 Malang 65144,  Telp. (0341) 551354, Fax. (0341) 572533 
Website : www.uin-malang.ac.id E-mail : info@uin-malang.ac.id


Nomor 

:  Un.03.Ma’had/KS.01.3/386/2014




24 Oktober 2014
Lampiran 
:  1 (satu) bendel

Perihal 

:  Permintaan Informasi Harga Barang







Kepada Yth. 

............................................................................................

di

‘- T e m p a t – 

Dengan hormat,

Sehubungan rencana realisasi pelaksanaan pekerjaan pengadaan peralatan dan fasilitas kantor Ma’had berupa 1 unit kamera shooting, 1 paket sound system dan 2 unit AC portable untuk Tahun Anggaran 2014, bersama ini kami bermaksud agar perusahaan saudara memberikan informasi tentang harga barang sesuai dengan Rencana Anggaran Biaya (RAB) yang kami lampirkan dalam surat ini.

Apabila informasi harga yang saudara berikan sesuai dan kami nilai wajar, maka kami akan memberi kesempatan perusahaan saudara untuk membuat penawaran terhadap pekerjaaan tersebut.

Kami harap data barang dapat kami terima paling lambat pada :

Hari
: 
Senin
Tanggal
: 
27 Oktober 2014 
Jam 
:
12.00 wib
Tempat 
: 
Unit Layanan Pengadaan 

Lantai II Gedung Rektorat UIN Maulana Malik Ibrahim Malang 



Jl. Gajayana No. 50 Malang (0341) 570886

Adapun informasi harga tersebut bisa dikirim ke kantor ULP, di fax di no (0341) 570886 dan via e-mail ke : ulpuinmaliki@gmail.com atau ulp_uinmalang@kemenag.go.id.

Demikian atas perhatian dan kerjasamanya yang baik, kami sampaikan terima kasih.

Pejabat Pembuat Komitmen
Unit Pusat Ma’had Al Jami’ah,

Aulia Fikriarini Muchlis, M.T
NIP 19760416 200604 2 001
Lampiran
: 

Surat Permintaan Informasi Harga Barang



Nomor 

: Un.03Ma’had/KS.01.3/386/2014









Tanggal 
: 24 Oktober 2014
Rincian Anggaran Biaya (RAB)

Pekerjaan 
: 
Pengadaan Peralatan dan Fasilitas Kantor Ma’had
Lokasi
: 
Unit Pusat Ma’had Al Jamiah UIN Maulana Malik Ibrahim Malang
Tahun Anggaran 
: 
2014

	No
	Nama Barang
	Spesifikasi Barang
	Volume
	Harga Satuan (Rp)
	Jumlah (Rp)

	1
	Kamera Soting
	Image Device 

1/3" ClearVid 3CMOS with ExmorTM Technology 1.2 MegaPixels Each 

Lens 

20x G-Lens 29.5-590mm (35mm Equivalent), f/1.6-3.4 72mm Filter Thread 

Resolution 

1080 Lines 

Illumination 

1.5 lux 

Vertical Smear 

Not Applicable 

Built-in Filters 

1/4, 1/16, 1/64 

LCD Monitor 

3.2", 921,000 Pixels 

Viewfinder 

0.45" Color, 1.2 MegaPixels 

Memory Card Slot 

MemoryStick Duo for Scene Files Compact Flash for Video Recording 

Shutter Speed 

Auto: 1/50-1/2000 Manual: 1/4-1/10000 

Gain Selection 

-6, -3, 0, 3, 6, 9, 12, 15, 18, 21dB 

Tape Format 

HDV 

Tape Speed 

18.8mm/s 

Maximum Recording Time 

HDV: 63 min (with PHDVM-63DM Cassette)
DV: 63 min (with PHDVM-63DM Cassette)
Tapeless HDV: 72 min (16GB CompactFlash using HVR-MRC1K Addon Unit) 

Audio Dynamic Range 

Not Specified By Manufacturer 

Audio Signal Format 

HDV
MPEG1 Audio Layer II 

Audio Frequency 

20Hz to 20kHz 

Power Requirements 

Battery Pack: 7.2VDC
AC Adapter: 8.4VDC 

Power Consumption 

7.1W 

Dimensions 

6.8 x 7.5 x 17.8" (16.9 x 18.8 x 45.1cm) 

Weight 

5 lbs (2.2kg) 

Include
Tas, memory 32 GB SDHC, Tripod

	1
	Unit
	…………..
	…………..


	2.
	Sound System
	Speaker (2 Unit)
Build up Italy
Frequency R

60 Hz ÷ 20000 Hz

Max SPL
133 dB
Ho coverage angle
100°
Vertical coverage 
Max 15°
Compression Driver 
3 x 1" neo, 1.75" v.c.
Woofer
12" neo, 3.5" v.c.
Input signal: 
bal / unbal
Input connectors: 
Combo xlr-jack
Output connectors: 
xlr
Input sensitivity: 
-2 dBu / +4 dBu
Crossover frequencies: 
1300 Hz
Protections: 
Thermal, rms
Limiter: 
Soft peak limiter
Crossover frequencies: 
1300 Hz
Total power

1500 W PEAK
High frequencies

500 W PEAK 

Low frequencies

1000 W PEAK 

Total power

750 W RMS
High frequencies

250 W RMS 

Low frequencies

500 W RMS 

Cooling:
Convection / foced 
Connections
Powercon in / out 
Cabinet Material
Balitc birch 
Hardware
Arry side fittings 
Handles:
2 side
Pole Mount/Cap 
Yes
Colour
Black 
Height
346 / 13.62 mm/inch 
Width
659 / 25.94 mm/inch
Depth: mm/inch 

415 / 16.33
Net Weight 

28.5 / 62.83 kg/lbs
Mixer QU 24 (1 Unit)
· 24 Mic/Line Inputs (TRS+XLR)
· 25 Motor Faders
· 3 Stereo Inputs (TRS)
· 4 Stereo FX Returns
· 20 Mix Outputs (XLR)
· 2 Stereo Groups
· 2 Stereo Matrix Outs
· 4 Mute Groups
· 4 DCA Groups
· 4 FX Engines
· 4 FX Sends/Returns
· 10 Soft Keys
· USB Audio Streaming
· DAW MIDI Control
· AES Digital Out
· Recallable AnaLOGIQTM Preamps
· Qu-Drive direct Multitrack Recording/Playback on USB drives
· 800x480 Touchscreen
MIC 5 Unit

· Handheld microphone ideal for live vocals
· Dynamic cartridge with cardioid polar pattern
· Available with or without cable and On/Off Switch, and available in wireless versions
· Includes microphone clip, Storage bag, and user guide
· Frequency response tailored for vocals, with brightened midrange and bass roll off to control proximity effect
· Effective built-in spherical wind and pop filter. 
· Frequency response:50 to 15.000 Hz
· Pneumatic shock-mount system cuts down handling noise
· Uniform cardioid pickup pattern isolates the main sound source and minimizes background noise
Includes:
Kabel MC-2000 (3 Roll), Neutrik Jack(NCMXX,NC3FXX 20 Set), Stand speaker (2 unit)

	1

	Paket

	
	

	3
	AC Portable
	· Multi Fungsi (Air Conditioner, Fan, Dehumidifier)

· Portabel 1.5PK
· Ionizer

· 1200BTU

· Daya 1100 Watt

· Remote Control Operation 

· 24 Hour Programmable Timer 

· Easy To Install Window Kit 

· Automatic & Adjustable Louvers

· Quiet Operation of 57DB

· Include Kabel Roll 50M x2)

	2
	Unit
	
	

	Jumlah
	…………..

	PPN 10 %
	…………..

	Jumlah Biaya
	…………..

	Terbilang :
	


NB : 

* Mohon dicantumkan spesifikasi lengkap dan merek barang
Pejabat Pembuat Komitmen
Unit Pusat Ma’had Al Jami’ah,

Aulia Fikriarini Muchlis, M.T
NIP 19760416 200604 2 001

